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THE CHOICE FOR REDUCED BUFFING PROGRAMS 
Reduced Scuffing & Dirt Penetration 

DESCRIPTION: 
HI TECH HAN is a highly durable cross linked floor finish.  It has been designed to 
create a high gloss, long wearing finish that cures faster than any other metal-
interlock finish. The perfect labour saving advantage for retail facilities where 
reduced buffing are required. Additionally HITECH HAN is suited to sites where the 
abrasiveness of sandy soils damages standard metal-interlock finish. 
 
FEATURES: 
1. 50% harder film than any other industry leading finishes. 
2. Less Scuffing. 
3. Less Scratching. 
4. Longer-lasting shine & durability. 
5. Less burnishing. 
6. Coverage – 45>70 sq.mtr per Ltr 
7. Slip resistance meets or exceeds (ASTM D 2047-04) James Machine 0.5 min. 
 
DIRECTION FOR USE: 
Recommended for use on all types of resilient tile flooring & properly prepared hard 
surfaces.  
Restorative Maintenance: Completely remove all old finish & soil from floor 
surface, following the stripper label instructions. Floor surface must be clean, dry & 
free of residue before finish is applied. Rinse with clean water if necessary. Apply 
finish in uniform, thin to medium coats using a clean synthetic finish mop or 
applicator system. Allow each coat to dry thoroughly before applying additional coats 
– usually 20-30 minutes. Elevated temperatures & humidity may extend dry time. 
4>5 coats are recommended. 
Note: This product is a self sealing finish, however, if a tile is old, worn or porous, 
initially applying 1-2 coats of a sealer will improve performance 
Routine Maintenance: After dust mopping or sweeping, damp mop or autoscrub 
using a neutral pH detergent. Buff or burnish the floor as desired. The use of a 
HiTech Automagic is recommended to condition & extend the time between scrub & 
recoating. 
SHELF LIFE:  
As a quality assured manufacturer, Castle Chemicals has a stringent Quality 
assurance programme. As part of this regime, the label on this product shows a 
batch number and date of manufacture. This product has a shelf life of 24 months 
from the label printed date of manufacture.  
This information contained herein is based on data considered accurate.  However, no warranty is expressed or implied regarding 

the accuracy of these data or the results to be obtained from the use thereof.  Castle Chemicals assumes no responsibility for 

personal injury or property damage to vendees, users or third parties caused by the material.  Such vendees or users assume all 

risks associated with the use of material.   June, 2010          e:/techbull/hi tech HAN.doc 

HI TECH HAN 
HARD as NAILS 

Hard Film Floor Finish 

 


