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STEAM ADD is a medium heavy duty liquid with excellent hard water tolerance. 

 

STEAM ADD is a superb steam or pressure cleaner additive, that is non flammable, readily 

soluble and biodegradable. 

 

STEAM ADD is described as a “Quick Break Detergent” and has been tested to break within 

the 10 minute parameter. 

 

STEAM ADD is safe to use on: 

* Iron and Steel. 

* Copper Alloys. 

* Well bonded painted surfaces (at correct dilution). 

 

STEAM ADD is unsuited for: 

* Tin. 

* Zinc and Aluminium. 

* Poorly painted surfaces. 

 

STEAM ADD is ideal for use around bus and truck motor blocks, farm and mining machinery, 

passenger car and chassis cleaning. 

 

STEAM ADD should be used at 1 to 3 litres for each 30 - 50 litres of water in the concentrate 

tank. 

 

QUICK BREAK CHARACTERISTICS: 
STEAM ADD is classified as a Quick Break Detergent and will produce a clear solution with 

oil on the surface after 5 minutes of standing. To achieve this result our laboratory has 

conducted a standard test - please ensure to consult with our office or sales representative so 

that your particular site requirements can be catered for. 

 

SHELF LIFE:  
As a quality assured manufacturer, Castle Chemicals has a stringent Quality assurance 

programme. As part of this regime, the label on this product shows a batch number and date of 

manufacture. This product has a shelf life of 24 months from the label printed date of 

manufacture.  

 
This information contained herein is based on data considered accurate.  However, no warranty is expressed or 

implied regarding the accuracy of these data or the results to be obtained from the use thereof.  Castle Chemicals 

assumes no responsibility for personal injury or property damage to vendees, users or third parties caused by the 

material.  Such vendees or users assume all risks associated with the use of material. 
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